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NEW PRODUCT
INFORMATION PACK

SPA MOSAIC BRICK

Individual, paper faced, hand sorted glass tile mosaics




FLOOR AND OR WALLTILE

Wall Tile

Wall Tile

Wall Tile

Wall Tile

WIDTH OF TILE (CM)

32.7

S/

32.7

32.7

LENGTH OF TILE (CM)

31.1

31.1

31.1

31.1

DEPTH OF TILE (CM)

0.4

0.4

0.4

0.4

CHIP SIZE

1.5cm x 3 cm

1.5cmx 3 cm

1.5cmx 3 cm

1.5cm x 3 cm

DIMENSIONAL TOLERANCE

2mm - 5mm

2mm - 5mm

2mm - 5mm

2mm - 5mm

IF MOSAIC - WHAT HOLDS
MOSAIC TOGETHER?

Plain brown paper

Plain brown paper

Plain brown paper

Plain brown paper

TILE MATERIAL

Glass

Glass

Glass

Glass

COLOUR VARIABILITY (1 FOR
CONSISTENT, 5 FOR EXTREME
VARIATION)

COLOUR VARIATION DETAILS

Colour variation is unavoidable due to the raw materials used. A hi

gh percentage of recycled glass is used for environmental reasons

SURFACE AND EDGE FINISH

Glass

Glass

Glass

Glass

IF HANDFINISHED PLEASE DETAIL
THE PROCESS

N/A

N/A

N/A

N/A

DETAILTYPE OF EDGE

Straight with small
degree of unevenness

Straight with small
degree of unevenness

Straight with small
degree of unevenness

Straight with small
degree of unevenness

FILLING DETAILS

NO

NO

NO

NO

DELAMINATION

NO

NO

NO

NO

HOLES

Due to the nature of the product,
pitting may occur on some chips

Due to the nature of the product,
pitting may occur on some chips

Due to the nature of the product,
pitting may occur on some chips

Due to the nature of the product,
pitting may occur on some chips

FOSSILS

NO

NO

NO

NO

SURFACE LOOK VARIABILITY (1
FOR NONE, 5 FOR HIGH)

SURFACE LOOK VARIABILITY DETAILS

Due to the raw materials used in the range batch variation is unavoidable




SUITABILITY

Internal: YES
External: YES
Commercial: YES Pallet
Floors: NO

Walls: YES
Kitchens: YES
Bathrooms: YES
Shower walls: YES
Shower floors: YES
Wet rooms: YES

Pallet

Swimming pools: YES

. . GLACIER Pallet
Swimming pool surrounds: NO

Hearths: NO
Worksurfaces: NO
Over under floor heating: NO

Steam room / sauna: YES Pallet
Other: N/A

Recommended Grout Joint: 3mm (guidance only).
Recommended Preparation and sealing: Ensure surface is clean prior to installation and no sealing required.

Recommended Maintenance: A neutral soap should remove general surface stains.




